1. Mounting Screw Centers
2. 15A Circuit Breaker with Silicone Boot
3. 2 Blank Apertures to customize charging and monitoring
4. 4x Ø 3.8mm Pan Head Mounting Screws
5. 3.2mm Foam Gasket
6. 1.72in 43.8mm Mounting Screw Centers
7. 4.34in 110.2mm Mounting Screw Centers
8. 0.15in #6 or M3 Pan Head Mounting Screws
9. 5.02in 127.4mm
10. 0.66in 16.8mm with accessories, up to 25mm [1in]
11. 0.85in 21.6mm with accessories, up to 76mm [3in]

THIS DRAWING AND THE INFORMATION CONTAINED WITHIN IT ARE CONFIDENTIAL AND MAY NOT BE COPIED OR DISCLOSED WITHOUT THE WRITTEN PERMISSION OF BLUE SEA SYSTEMS.
4363, 4364 Cutout Options
Drawings are 1:1
Page Size is 8.5in x 11in
Due to variations in printers, cutouts are not assured to be to scale
For best results, print using "Actual Size" option, and verify dimensions of printout before using as template

MOUNTING CUTOUT OPTION #1

GASKET OUTLINE (DASHED)

PANEL OUTLINE

1-1/2” 38mm HOLE SAW 3 PLACES

MOUNTING HOLES SIZED FOR #6 PANHEAD SCREWS

REMOVE MATERIAL FOR WIRE CLEARANCE

[.65in] 16.4mm

[.86in] 21.9mm

[1.00in] 25.4mm

[1.31in] 33.3mm

[1.67in] 42.5mm

[.39in] R10mm X2

[.12in] R3mm X2

[4.02in] 102mm

MOUNTING CUTOUT OPTION #2

GASKET OUTLINE (DASHED)

PANEL OUTLINE

MOUNTING CUTOUT

[1.33in] 33.9mm